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Cottura

FORNO TUBOLARE DA 
LABORATORIO
TO-R
Si tratta di un forno da laboratorio costituito da un tubo che ruota 
attorno al proprio asse con una velocità ed un’ inclinazione 
regolabile.
Il materiale da trattare, in polvere o granuli, viene posto 
nell’estremità alta del tubo rotante e in funzione della sua velocità di 
rotazione e della sua inclinazione,
ne percorre tutta la lunghezza fino ad uscire dall’estremità più 
bassa.
Pertanto i cicli che si ottengono sono in funzione proprio della 
regolazione di questi due parametri (inclinazione e velocità di 
rotazione).

Caratteristiche
• struttura in acciaio verniciato a fuoco con vernici epossidiche
• isolamento termico con fibra ceramica idonea alla max

temperatura di esercizio
• resistenze in filo avvolto tipo Kanthal, montate su apposito

supporto sagomato
• tubo ceramico intercambiabile (idoneo per lavorare fino alla

temperatura max di 1350 °C)
• termocoppia tipo S (idonea per il range di temperatura)
• regolatore manuale (volantino) di inclinazione del tubo rotante
• quadro comandi (on board) comprensivo di:
• strumento per la regolazione della temperatura di cottura
• strumento per la regolazione della velocità di rotazione del tubo
• interruttore on/off generale del quadro strumenti
• pulsante fungo di emergenza

Optional
• 3 zone riscaldate e controllabili separatamente

TUBULAR 
LABORATORY KILN
TO-R
It is a laboratory kiln consisting of a tube that rotates around its 
own axis with an adjustable speed and inclination.
The material to be treated, in powder or granules, is placed in 
the upper end of the rotating tube and, depending on its 
rotation speed and its inclination, runs along its entire length 
until it comes out from the lower end.
Therefore the cycles obtained depend on the regulation of 
these two parameters (inclination and rotation speed).

Features

• structure in fire-painted steel with epoxy paints
• thermal insulation with ceramic fiber suitable for the

maximum operating temperature
• Kanthal type wire wound resistors, mounted on a special

shaped support
• interchangeable ceramic tube (suitable for working up to

a max temperature of 1350 °C)
• type S thermocouple (suitable for the temperature range)
• manual regulator (handwheel) for the inclination of the

rotating tube
• control panel (on board) including:
• thermoregulator for firing temperatures adjustment
• thermoregulator for tube’ rotation speed regulation
• general on / off switch of the instrument panel
• emergency button

Optional
• 3 heated and separately controllable zones

COOKING CHAMBER

version single heated area
length

COOKING CHAMBER
length

TO-R/13 (standard) n° 1 zone : 225 mm  225 mm

TO-R/13-3Z (optional) n° 3 zones : 150 mm (each) 450 mm
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Cottura

TECHNICAL FEATURES
Mod. Temp. 

max
Internal dimensionss  

[mm]
External dimensionss      

[mm]
Power Tension Weight

[a] [b] Width
[A]

Depth
[B]

Height
[C]

kW V+N+T [kG]

TO-R/13 1350 °C Ø 6 1200 520 1580 1415 6 230 230




